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(6) Protectors shall meet the fol-
lowing minimum requirements:

(i) They shall provide adequate pro-
tection against the particular hazards
for which they are designed.

(ii) They shall be reasonably com-
fortable when worn under the des-
ignated conditions.

(iii) They shall fit snugly and shall
not unduly interfere with the move-
ments of the wearer.

(iv) They shall be durable.

(v) They shall be capable of being dis-
infected.

(vi) They shall be easily cleanable.

(7) Every protector shall be distinctly
marked to facilitate identification
only of the manufacturer.

(8) When limitations or precautions
are indicated by the manufacturer,
they shall be transmitted to the user
and care taken to see that such limita-
tions and precautions are strictly ob-
served.

(b) Protection against radiant energy—
(1) Selection of shade numbers for welding
filter. Table E-2 shall be used as a guide
for the selection of the proper shade
numbers of filter lenses or plates used
in welding. Shades more dense than
those listed may be used to suit the in-
dividual’s needs.

TABLE E—2—FILTER LENS SHADE NUMBERS FOR
PROTECTION AGAINST RADIANT ENERGY

Welding operation rﬂﬁg:r

Shielded metal-arc welding Vie-, ¥s2-, Vs-, Ya2-

inch diameter electrodes .............cccoovirccrurnne. 10
Gas-shielded arc welding (nonferrous) 1e-, ¥a2-

, Ye-, %432-inch diameter electrodes .................. 11
Gas-shielded arc welding (ferrous) Vie-, ¥s2-,

s-, %a2-inch diameter electrodes ................... 12
Shielded metal-arc welding %4e-, 72, Va-inch

diameter electrodes 12
%1e-, ¥s-inch diameter electrodes 14
Atomic hydrogen welding ....... 10-14
Carbon-arc welding ................ 14
Soldering .... . 2
Torch brazing 3or4
Light cutting, up to 1 incl 3or4
Medium cutting, 1 inch to 6 inches . 4or5
Heavy cutting, over 6 inches .......... . 50r6
Gas welding (light), up to s-inch 4or5
Gas welding (medium), Vs-inch to '2-inch . . 50r6
Gas welding (heavy), over Vz-inch .........cccccceee. 6or8

(2) Laser protection. (i) Employees
whose occupation or assignment re-
quires exposure to laser beams shall be
furnished suitable laser safety goggles
which will protect for the specific
wavelength of the laser and be of opti-

§1926.104

cal density (0.D.) adequate for the en-
ergy involved. Table E-3 lists the max-
imum power or energy density for
which adequate protection is afforded
by glasses of optical densities from 5
through 8.

TABLE E—3—SELECTING LASER SAFETY GLASS

Intensity, CW max- Attenuation

imum power den-
sity (watts/cm?2)

Optical density )
(0.D.) Attenuation factor

102 5 105
10! 6 106
1.0 7 107
10.0 8 108

Output levels falling between lines in
this table shall require the higher opti-
cal density.

(ii) All protective goggles shall bear
a label identifying the following data:

(a) The laser wavelengths for which
use is intended;

(b) The optical density of those wave-
lengths;

(c) The visible light transmission.

[44 FR 8577, Feb. 9, 1979; 44 FR 20940, Apr. 6,
1979, as amended at 58 FR 35160, June 30, 1993]

§1926.103 Respiratory protection.

NOTE: The requirements applicable to con-
struction work under this section are iden-
tical to those set forth at 29 CFR 1910.134 of
this chapter.

[63 FR 1297; Jan. 8, 1998]

§1926.104 Safety belts, lifelines, and
lanyards.

(a) Lifelines, safety belts, and lan-
yvards shall be used only for employee
safeguarding. Any lifeline, safety belt,
or lanyard actually subjected to in-
service loading, as distinguished from
static load testing, shall be imme-
diately removed from service and shall
not be used again for employee safe-
guarding.

(b) Lifelines shall be secured above
the point of operation to an anchorage
or structural member capable of sup-
porting a minimum dead weight of 5,400
pounds.

(c) Lifelines used on rock-scaling op-
erations, or in areas where the lifeline
may be subjected to cutting or abra-
sion, shall be a minimum of 7s-inch
wire core manila rope. For all other
lifeline applications, a minimum of %4-
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